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AWALK. MUTCD, SECTION 4E-—-09 AND FIGURE 4E-2 AND THE

NCHRP PUBLICATION., “ACCESSIBLE PEDESTRIAN
SIGNAL: GUIDE TO BEST PRACTICE.” IF NOT MET,
THE CONTRACTOR IS TO STOP WORK ON PUSHBUTTON
LOCATIONS UNTIL THE CONFLICT HAS BEEN RESOLVED.

C. 'EQUIPMENT TO BE REMOVED BY THE CONTRACTOR AND RETURNED TO SHA.

ALL MATERIALS AND EQUIPMENT REMOVED BY THE CONTRACTOR SHALL BECOME
THE PROPERTY OF THE CONTRACTOR.
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CONTACT PERSONS FOR DISTRICT #4 ARE AS GENERAL NOTES

FOLLOWS: [EAAEEOE0, ARESIC ALLER Sualy o OalAin.
’ I AFF 1
1. THE CONTRACTOR SHALL VERIFY ALL PROPDSED POLE .
MS. ERIN KUHN MR. MICHAEL PASQUARIELLO AND SAFETY. -

LOCATIONS PRIOR TO INSTALLATION.
ASSISTANT DISTRICT ENGINEER—TRAFFIC UTILITY ENGINEER

8. PUSHBUTTONS ARE TO BE LOCATED SO THAT THEY CAN BE

MR. STEVE MARCISZEWSKI TERMINALS AND PROPERLY LABELING EACH CABLE. AREA WITH A CROSS SLOPE OF LESS THan o 1> AN

ASSISTANT DISTRICT ENGINEER-MAINTENANCE | - | .

PHONE: (410)321-2761 3. g%‘-&“ﬁg%gﬁ%%ﬁgg“ BE REMOVED AND DISPOSED 9. PUSHBUTTON IS TO BE LOCATED SO THAT A PEDESTRIAN
| | | | | IN A WHEELCHAIR LOCATED ON THE LEVEL LANDING
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MR. RICHARD L. DAFF. SR.  MR. ROBERT SNYDER - SCHEMATIC ONLY AND MAY NOT BE COMPLETE. THE . 10. THE 10’ SEPARATION BETWEEN PUSHBUTTONS IS TO BE

CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING :
“MISS UTILITY” PRIOR TO CONSTRUCTION SO THAT ALL
UTILITIES MAY BE LOCATED IN THE FIELD. IF THE
CONTRACTOR PERCEIVES THAT A CONFLICT BETWEEN oy
- THE UTILITIES AND THE TRAFFIC SIGNAL WILL OCCUR, o
THE CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER

MEASURED FROM FACE OF PUSHBUTTON,
CENTER OF POLE.

DETECTABLE WARNING SURFACES TO BE INSTALLED BY OTHERS.
REFER TO ROADWAY PLANS. :

- CHIEF, TRAFFIC OPERATIONS NOT CENTER TO
DIVISION

PHONE: (410)787-7630

' MR. ED RODENHIZER -
SIGNAL OPERATIONS

ASSISTANT DIVISION CHIEF
TRAFFIC OPERATIONS
(410)787-7630

MR. EUGENE®BAILEY

WIRING DIAGRAM

CHIEF, CHIEF, SIGN OPERATIONS - IMMEDIATELY SO THAT THE CONFLICT MAY BE RESOLVED. 12. PAVEMENT MARKING REMOVAL TO BE DONE AS PART OF RESURFACING
410)787— (410)787~7676 : |
;410)?87 7650 5. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED PROJECT. REFER TO SPECIFICATIONS FOR DETAILS.
| égc$?gNg1Nﬁ%GaéggwsbﬁDgichggF?ﬁéogRigg gégsggEN 13. ALL EXISTING CONDUIT AND HANDHOLES ARE TO BE USED UNLESS
2 ! ’ OTHERWISE N Y TH .
SECTIONS, TO MEET CLEARANCES AS SPECIFIED IN MD ERWISE NOTED B E ENGINEER
mmmmm 816.03, MD 818.01, MD 818.02, MD 818.04. THE

CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR
TO THE INSTALLATION OF ALL SIGNAL EQUIPMENT.

STATE OF MARYLAND
DEPARTMENT OF TRANSPORTATION
STATE HIGHWAY ADMINISTRATION

OFFICE OF TRAFFIC & SAFETY

6. ACCESSIBLE PEDESTRIAN CONTROL EQUIPMENT SHALL BE
DELIVERED TO THE SHA SIGNAL SHOP FOR TESTING AND
PROGRAMMING PRIOR TO INSTALLATION. CONTACT
MR. EDWARD RODENHIZER AT 410-787-7652 TO

SWA
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WIRING KEY COORDINATE. TRAFFIC ENGINEERING DESIGN DIVISION
5-CONDUCTOR ELECTRICAL CABLE ‘MD 128 (PARK HEIGHTS AVENUE) AND SLADE AVENUE
(NO. 14 AW.G.) . BALTIMORE, MARYLAND
| 2-CONDUCTOR ELECTRICAL CABLE — _
(NO. 14 AW.G.) | GENERAL INFORMATION
| BARE COPPER. STRANDED GROUND WIRE ' _ . .
| (NO. 6 A.W.G.) SCALE DATE _DECEMBER 2007 CONTRACT NO. _ BA5875177
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